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b. Please provide guarantees for the emission rates for NOx, CO, VOC, and
ammonia, and the catalyst life from the SCR and CO catalyst vendors.

3. Start-up Emissions
a. On pg. 5.1-13, Section 5.1.6.1.3 Turbine Emissions-Operations provides

definitions, durations, and emissions per event for cold start event, warm start
event, and hot start event. The incidence of a trip during an event was not
discussed. A “trip” means an event in which the combustion turbine
experiences an automatic equipment shutdown to prevent equipment damage or
as a result of equipment malfunction. Please discuss how a trip would affect the
definitions, durations, and emissions per event for cold, warm, and hot starts.

b. On pp. 5.1-15 and 5.1-16, Section 5.1.6.1.4 Facility Emissions indicates 5 cold,
25 warm, and 60 hot starts per turbine per month, and 624 startups per year.
Please provide a breakdown for the 624 startups per year.

4. Fast Start Technology
On pg. 5.1-13, Section 5.1.6.1.3 Turbine Emissions-Operations states: “The MPSA
501DA is equipped with fast start technology and has the ability to reach full power
within 10 minutes of initiating a startup.” Please provide a technical discussion of the
design considerations for the “fast start technology.”

5. Emissions Offsets
On pg. 5.1-32, Section 5.1.8.2.2 Emission Offsets discusses the retirement of Units 6, 7,
and 8 under Rule 1304(a)(2), but not Unit 5. Are there current plans for the 175 MW

from the retirement of Unit 5?

6. Health Risk Assessment
Table 5.9-1-Air Toxic Emission Rates Modeled for RBEP on pg. 5.9-9 provides the
basis of the air toxic emission factors in the footnotes. (The emission factors are listed in
Table 5.1B.5a (BASIS: CATEF EMISSION FACTORS) found in Appendix 5.1B.)

e Footnote a states: “Emission rates based on the CATEF database, unless otherwise
noted (ARB, 2012).” The SCAQMD requires the use of AP-42 emission factors.

e Footnote d states: “Emission factor is based on a 120 parts per billion (ppbv) exhaust
concentration for formaldehyde.” The SCAQMD requires the use of the AP-42
emission factor.

¢ Footnote e states: “Carcinogen PAHs only; naphthalene considered separately.
Emission factor based on two separate source tests (2002 and 2004) from the Delta
Energy center located in Pittsburg, CA (Avogadro Group, 2002; 2004.” If you wish
to use the source test results, please provide a copy of each source test report.
Otherwise, please use the AP-42 emission factor.

The emissions factors in Table 5.1B.5b (BASIS: AP-42 EMISSION FACTORS PER
SCAQMD) are based on AP-42 emission factors, except that formaldehyde is still
erroneously based on 120 parts per billion. The health risk assessments, however, appear
to be based on the CATEF emissions factors in Table 5.1B.5a, not the AP-42 emission
factors in Table 5.1B.5b. If this is correct, please revise the health risk assessments to use
the AP-42 emission factors, including for formaldehyde.
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GHG BACT Analysis

On pg. 5.1-32, Section 5.1.8.2.1-—BACT Analysis states: “RBEP has concluded that the
BACT for GHG emissions is an emission rate of 1,082 pounds CO,/MWhr of gross
energy output.” Please provide supporting calculations for the emission rate.

Dispersion Modeling

Table 5.1-28-Turbine Commissioning Impacts Analysis-Maximum Modeled Impacts
Compared to the Ambient Air Quality Standards on pg. 5.1-27, and Table 5.1-29—RBEP
Operation Impacts Analysis—Maximum Modeled Impacts Compared to the Ambient Air
Quality Standards on pg. 5.1-28 include the maximum modeled concentration for each
criteria pollutant and associated averaging periods. Please provide the basis for the
calculation of the maximum emissions on which each maximum modeled concentration
for each averaging period was based.

If you have any questions regarding your permit applications please contact Ms. Vicky Lee at
(909) 396-2284 or vleel(@agmd.gov.
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